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ANNEX-11 SPILLING AND SPLITING AREAS AND EQUIPMENT FOR CTU AND
PACKAGES

CTU AND PACKAGE LOAD IN THE FOLLOWING HAND
NOT AVAILABLE.
THIS IS NO CAUSE TO LEAK.
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ANNEX -12  INVENTORY OF PORT SERVICE SHIPS

SERVICE SHIP IS NOT AVAILABLE IN THE FACILITY INVENTORY
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ANNEX-13 ISTANBUL HARBOUR MASTER ADMINISTRATIVE LIMITS

A) Port administrative boundary .

Port administrative area of Istanbul Port Authority; (c), (¢), (d) and (e)
coordinates between the coasts and the sea in the north bounded by the Turkish
territorial waters and the lines drawn in the north (360°) direction from the following
coordinates (a) and (b) remaining sea and coastal area

a) 41°21'00 "K - 028° 41'00" D

b) 41° 14'00 "K - 029° 15'30" D (Kelagra Burnu)

c) 40° 54'05 "K - 029° 08'56" D (Maltepe Burnu)

d) 40° 43'30 "K - 029° 09'24" D

e) 40°43'30 "K - 028° 43'24" D

f) 40° 58'18 "K - 028° 43'24" D (Kefaldalyan Burnu)
B) Anchors

The anchorage areas of the Port Authority of Istanbul are as follows
are the sea areas created by the coordinates. In these areas, 2,5 gomino
Anchorage can not be done within the distance.

a) Zone A mooring area: Anchoring of vessels approaching coastal
facilities

field; The following coordinates are the sea area.

1) 41° 00',40 K - 028° 59',15 D

2)40° 59',39 K- 028° 58',60 D

3) 40° 58',15 K — 028° 56',50 D

4)41°00',15 K- 028° 56',50 D
o b) Zone B mooring area: Shields from coastal facilities and for along time
iniron

anchorage of resident vessels; the sea coordinates the following
coordinates.

1) 41° 00',15 K - 028° 56',50 D

2) 40° 58',15 K- 028° 56',50 D

3) 40° 56',82 K — 028° 53,50 D

4) 40° 58',92 K — 028° 53',50 D

c) Anchorage in zone C: ships carrying dangerous goods, nuclear power

free gas anchorage with working military ships; the following

coordinates the sea area is.

1) 40° 58',92 K — 028° 53',50 D

2)40° 56',82 K- 028° 53,50 D
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3)40° 56',112 K- 028° 51,95 D
4) 40° 55',83 K- 028° 50',00 D
5) 40° 57',48 K- 028° 50',00 D
¢) Kiiciikgekmece anchorage area; the following coordinates
it is also used as quarantine anchorage
1) 40° 58' 18" K — 028° 43' 30" D
2)40° 56' 57" K- 028°43' 30" D
3) 40° 56' 24" K — 028° 47' 24" D
4)40°58' 15" K—028°47' 24" D

d) Anchorage zone D: dangerous substance at north entrance of Istanbul

Bosphorus
ships carrying nuclear-powered military ships with gas-free operation (gas free)
anchorage; the following coordinates form the sea.

1) 41° 15',40 K - 028° 57',45 D
2)41°17',50 K- 028° 57',45 D
3)41°17',50 K- 029° 00',00 D
4) 41° 14',90 K- 029° 00',00 D

e) E Zone anchorage: Dangerous material at north entrance of Istanbul
Bosphorus

the anchorage of the ships that do not carry, the sea coordinates the following
coordinates.

In case of emergency, the Port Authority, the Turkish Straits Vessel Traffic
Services Center and

it may permit fuel and food in this region within the framework of other
institutions / organizations

1) 41° 14',90 K — 029° 00',00 D
2)41°17',50 K- 029° 00,00 D
3)41°17',50 K- 029° 02,37 D
4)41° 15,90 K- 029° 05,00 D
5) 41° 15',00 K - 029° 05',00 D
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ANNEX-14 EMERGENCY RESPONSE TO THE SEA POLLUTION CONTAINED
IN THE PORT PLANT

EMERGENCY INTERVENTION PLAN WAS PREPARED BY APPLICATIONS,
THIS APPRAISAL WILL BE DELIVERED.
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ANNEX-15 PERSONAL PROTECTIVE EQUIPMENT (PPE) USING EQUIPMENT

IGA AKARYAKIT A.S. KISISEL KORUYUCU EKIPMAN CIZELGESI
TEMSILi RESiM CiNSi KULLANILACAK MEKAN STANDART
KEP iC MEKAN /DIS MEKAN TSEN 812
BARET DIS MEKAN TS 2429 EN 397
TS EN 420
ELDIVEN DIS MEKAN TS EN 388
TSEN 374
GOzLUK DIS MEKAN TS 5560 EN 166
s TSEN 170
GOZLUK DIS MEKAN TS 5560 EN 166
TSEN 170
AYAKKABI i(; MEKAN /DIS MEKAN TS EN I1SO 20345
CO0RDORE
i
i esids
Symp: 9
AYAKKABI iC MEKAN /DI$ MEKAN TS EN 1SO 20345
KULAKLIK DIS MEKAN TSEN 352
15-1
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ANNEX-16 NOTIFICATION FORM OF DANGEROUS MATTERS

Issue number -
Date

Company /
Institution

Sender CONTACT
INFORMATION

office

PORT PLANT
"DANGEROUS MATERIAL EVENT NOTIFICATION"

1. HISTORY AND TIME OF EMERGENCY:

PLACE WHERE THE BOILER IS IN THE FIELD (COASTAL PLANT AND / OR
SHIP), POSITION AND IMPACT AREA:

EMERGENCY TYPE (eg FIRE, FUEL DOWN, STAFF INJURY) AND BOILER
DEVELOPMENT)

4, HOW TO GET THERE WHAT YOU WANT TO KNOW AND SEBEBI:

5. INVOLVED, DEAD AND LOSS NUMBER AND IDENTITY INFORMATION:

6. DIFFERENT INJURY / POLLUTION SIZE:

INFORMATION ABOUT THE COMPETITION (NAME, BAYRAGI, IMO NO,
7. DONATANI, OPERATION, QUANTITY AND QUANTITY, CAPITAL NAME
AND SIMILAR INFORMATION):

8. METEOROLOGICAL CONDITIONS:

DANGEROUS SUBSTANCE INFORMATION;
UN NUMBER:

PSN:

CLASS:
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POSSIBLE RISK OF COMPANY:
MARINE POLLUTION:

DANGEROUS MADDENIN SIGN AND LABEL DETAILS

DANGEROUS GOODS

MANUFACTURER COMPANY INFORMATION:

10. | SENDER INFORMATION:
TRANSPORT INFORMATION:
RECEIVER INFORMATIONS:
11 CONTROL MEASURES FOR VEHICLES AND FACILITIES TO GET
" | THROUGH THE CONTROL.:
12. | DAMAGE PLANT / EQUIPMENT DAMAGE:
13. | DAMAGE PLANT / EQUIPMENT DAMAGE:
14. | THE EFFECT OF THE BOILER PLANT ROUTINE OPERATIONS:
15. | EQUIPMENT AND / OR PRODUCT QUALITY CONTROLS:
16 ACTIVITIES TO BE PERMITTED TO BE REACHED TO PREVENT THE
" | EMERGENCY:
17. | SUBJECT TO EMERGENCIES AND EMERGENCY ACTIVITIES:
18. | PRESENT OR EXPECTED PRESENT RESPONSE:

Position:

PREPARING FORM:
Name and surname :

Signature:
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ANNEX-17 NOTIFICATION FORM FOR CONTROL RESULTS FOR DANGEROUS LOAD
TRANSPORT UNITS (CTU)

DANGEROUS LOAD TRANSPORT UNIT (CTU) IS NOT AVAILABLE IN THE PORT PLANT.
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ANNEX-18 VERY MODULE DANGEROUS MATERIALS FORM

1.Shipper/Consignor/Sender

2.Transport document number

3.1 page of....page 4.Shipper’s reference

5.Freight forwarder’s

reference

6.Consignee

7.Carrier(to be completed by the carrier)

SHIPPER’S DECLARATION

| hereby declare that content of this consignment are
fully and accurately described below by the Proper
Shipping Name and are classified, packaged, marked
and labelled/placarded and are in all respects in proper
condition for transport according to the applicable
international and national governmental regulations.

8.This shipment is within the limitation
prescribed for:

PASSENGER ONLY CARGO AIR
AND CARGO AIR | PLANE
PLANE

10.Vessel/flight
no.and date

11.Port/place of
loading

12.Port/place  of | 13.destination

discharge

9.Additional handling information

14.Marks of shipment Number and kind of packages, description, gross mass(kg) net

| hereby declare that goods described
above have been packed/loaded into the
container/vehicle identified above in
accordance  with  the  applicable
provisions.

MUST BE COMPLETED AND SIGNED
FOR ALL CONTAINER/VEHICLE

mass(kg)Cube(m?)

15.Container 16.Seal 17.Container/vehicle | 18.Total 19.Total gross
identification number(numbers) size & type cargo mass | mass (including
no/vehicle tare)(kg)
registration no

CONTAINER/VEHICLE PACKING | 21.RECEIVING ORGANIZATION RECEIPT
CERTIFICATE Received the above number of

packages/containers/trailers in apparent good order
and condition, unless stated hereon. ORGANIZATION
REMARK:
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LOADS BY PERSON RESPONSIBLE
FOR PACKING/LOADING

20.Name of company Haulier's name

22.Name of company

Name /status of declarant Vehicle reg.no

Name /status of declarant

Sighature and date
Place and date

Place and date

Signature of declarant Driver’s signature

Signature of declarant

18-1
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ANNEX-19 SAFETY HANDLING OPERATIONS PROCEDURE FOR DANGEROUS LIQUID BULK
LOADS

1. PURPOSE:

It is to specify what is to be carried out in the safe handling of dangerous bulk cargoes of
liquid petroleum and petroleum products handled in our facility.

2. SCOPE:

This procedure includes Ship Captain, Plant Manager, Assistant Director, Operations Chief,
Surveillance Chiefs and operational personnel involved in the operation of the subject cargoes.

3. EXECUTIVE STATUS:

In the case of cargo operations and in case of emergency, the personnel to be involved in the
operation with the Ship's Captain shall have the following information on the dangerous cargo
transported and, if deemed necessary, present such information to the port authority and other
interested parties.

(1) Examine the MSDS forms identifying the UN number and the physical and chemical
properties of the Dangerous burden from the Port Facility and determine the procedures to be
performed.

(2) We will implement the "Scaffolding Use Instruction / Emergency Discharge Plan" and
"ISGOOT" documents prepared by our facility with regard to load transfer, slop transfer, degassing,
inertia, ballast removal, ballast discharge and tank cleaning.

(3) The "Emergency Plan" and the "Scaffolding / Emergency Release Plan" and the
"Dangerous Substances Guide Handbook" concerning the measures to be taken in order to prevent
accidental contact of people with dangerous cargo by spill or leak, fire, .

(4) The personnel and duties that are responsible for the handling of dangerous liquid bulk in
our facility are as in APPENDIX-1.

a. During the handling of Dangerous cargo the mobile phone will not be used and will not be
kept open in the openings and on the pier. Only ship phone and ex-proof hand-held radios will be
used during handling. The agreed ship / shore communication list is like "Ship / Coast Guard Check
List".

b. The ship / shore safety checklist and the provisions of the "Scaffolding Instructions" shall be

taken into account for the pipelines and boom hoses used during the loading / unloading or transfer
of liquid Dangerous cargoes.

c. Attention will be paid to the items on the "Ship's Coast Guard Checklist" and "Scaffolding
Instructions" to avoid a short circuit in the pipelines.

d. In the case of an accident that may occur, all drain holes and pipes in the scaffold where
Dangerous liquid bulk can leak may be closed and closed before the start of the draining / evacuation
operation of the dangerous liquid bulk cargo. In this regard, the points on the "Ship Coast Guard
Checklist" shall be taken into consideration. In addition, if the pouring of the pouring falls, the pouring
loads will be collected in the pouring tank.

e. Port Our facility does not have the ability to supply electricity to the ship from the terminal.
Such requests will not be met by our facility.

f. Flexible hoses of 10 ", 8" and 3 "used in loading / unloading operations will not be used with
finished hoses that will not be past the dates specified in the test certificates. Flexible hoses will also
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be visually inspected before operation. The guidelines for this matter are as in "Scaffolding
Instructions" and "Ship / Coast Guard Checklists".

g. In emergencies, flexible hose connections will be cut and operation stopped to ensure safety
of life, property and the environment. Emergency release kicks are separated in an emergency in our
facility, they are automatically closed by both, thus avoiding possible spillage.

h. For precautionary measures, the cargo handling equipment, equipment and equipment
controls, measuring systems, emergency shutdown and alarm systems between the ship's authority
and the operation supervisor shall be tested according to the "Ship / Coast Guard Checklist" before
the start of the loading / the joint declarations will not be signed unless necessary controls are made
and responsibilities and authorizations are determined.

I. "Scaffolding Instructions” shall be given to the ship's authority regarding the actions to be
taken and the signs to be used in case of emergencies that may occur after the operation, and a
written agreement shall be made between our facility and the ship's authority.

j- The "Ship / Coast Guard Checklist", "Evacuation Protocol" and "Pump Registration List" shall
be mutually held and signed with respect to the ship in the pumping of liquid bulk cargoes. In addition,
the overpressure of the reverse pressure and the discharge / discharge capacity will be continuously
checked, no leakage will be ensured in the pipelines and equipment, and continuous communication
will be made during the evacuation.

k. When the operation is completed, the Chief of Operations;
(1) Ensure that the unloading valves are closed,
(2) The remaining pressure on the flexible pipes will evacuate,

(3) The Coastal Facility shall take all safety measures including the blindness of the
pipeline.

|. Persons not trained and not certified; it will not be involved in dangerous cargo handling
operations and will not be allowed to enter the areas where these operations are conducted.
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APPENDIX A-1
STAFF RESPONSIBLE PERSONNEL AND DUTIES OF LIQUID DANGEROUS LOADS

1. PURPOSE:

The staff responsible for handling Dangerous liquid bulk in our facility is to identify and
determine their duties.

2. SCOPE:
Facility Manager, Deputy Director, Dangerous Liquid Bulk Freight Operations.
3. EXECUTIVE STATUS:

a. The names of the personnel responsible for the handling of dangerous liquid bulk in our
facility are as in APPENDIX-2.

b. Personnel responsible for the safe handling of liquid bulk cargo shall carry out the handling
procedures according to the "Dangerous Liquid Bulk Cargo Handling Procedure" prepared in our
facility.

c. The person responsible for the handling of dangerous liquid bulk loads shall be arranged to
have at least one person in each shift.

d. The tasks of the personnel to carry out the handling of Dangerous liquid bulk loads are as
in APPENDIX-3.
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APPENDIX A-2
LIST OF PERSONNEL RESPONSIBLE FOR DANGEROUS LIQUID PLASTICS LOADING

NAME SURNAME DUTY
Kemal MOLLAMEHMETOGLU Fuel Field Supervisor
Erkan AYDIN Fuel Field Supervisor

Seyfullah YAVUZ

Delivery Facility Operation Chief
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APPENDIX A-3
LEGAL POSITION OF DANGEROUS BULBS LOADS OPERATION
1. Examining the incoming documents of the dangerous goods coming to the Port Facility before
arriving at the port facility;
a. Identifies the name of the dangerous substance (s).
b. The handling of the dahgerous material will observe the procedures for the loading /
unloading.
C. Determines the necessary safety precautions to be taken by studying the hazards
arising from the dangerous material.
d. It specifies the protective equipment for the staff to handle / evacuate and handle with
regard to the dangerous substance.
e. It informs them by coordinating meetings with persons who will handle/handle and
handle Dangerous materials.
2. The prevention of accidents that may occur during the handling of dangerous cargoes helps

to implement the "Accident Prevention Policy" which is determined in our facility so as to minimize the
harm to people and the environment by ensuring the safety of life, property and environment and
possible accidents.

3. When a non-conformity is detected in the handling of dangerous goods, the handling operation
is stopped and the nonconformity is removed.

4, Tesise constantly checks the fire, safety and safety measures taken and ensures that the
deficiencies are eliminated immediately.

5. Provides coastal facility personnel and seafarers in charge of handling dangerous goods
wearing protective clothing during loading, unloading and storage.

6. Dangerous substance handling equipment provides firefighting equipment for people to fight
fire and ensures that fire extinguishers and first aid units and equipment are ready for use at any time.

7. Coordinates the operation of the emergency evacuation plan for evacuation of ships and
marine vessels in coastal facilities in emergency situations.

8. Checks that persons engaged in the loading, unloading and handling of dangerous goods have
been trained and certified. Inadequate personnel only allow short-term working of personnel with
sufficient certifications.

9. Allows Dangerous cargo to be transported, handled, disassembled, stacked, temporarily
suspended and inspected in a safe and proper manner by appropriately qualified, trained,
occupational safety precautions personnel.

10. Check all of the compulsory documents, information and documents that need to be found in
connection with the dangerous cargo. When it detects a deficiency, it does not allow handling of the
burden.

11. Inspect the relevant documents to confirm that Dangerous cargo entering the facilities is
properly identified, classified, certified, packaged, labeled, declared, safely loaded and moved.

12. Keeps an up-to-date list of all dangerous cargo on site.

13. Takes the necessary safety precautions for unsafe, unsafe or Dangerous items that are
Dangerous to persons or the environment.
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14. Ensure that emergency arrangements are made and that all relevant persons are informed.
15. Notify the port authority of dangerous cargo accidents.

16. Provide the necessary support and cooperation in the controls carried out by the official
authorities.

17. Prevents docking and berthing of ships and marine vessels carrying dangerous goods without
the permission of the port authority.

18. In case of an accident arising from dangerous goods, it shall initiate the necessary emergency
response taking into account EmS and Emergency Plan.

19. The related documents regarding the loads handled at the Port Facility are available at any
time.

20. Allows the hot work and process procedure to be implemented taking into account the
procedure for hot works to be carried out during the handling and / or storage of Dangerous materials
at the Port Facility.

21. It takes the necessary arrangements and precautions to prevent dangerous cargoes handled
at the Port Facility from being contaminated to the sea, soil, water or water drainage areas.

22. Medical First Aid taking into consideration the persons affected by the damage of dangerous
cargoes and those who require first aid after accidents involving these loads, the Medical First Aid
Guide (MFAG) in the Annex of the Emergency Plan and the IMDG Code shall be taken into the nearest
hospital as soon as possible.

23. Dangerous substances shall be checked to ensure that all equipment used for handling and
stacking operations and not powered or powered by the equipment is used and maintained under the
conditions specified in the instructions and transmitted to the relevant units.
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ANNEX-20 ACCIDENT PREVENTION POLICY (PPP)

The Port Facility is determined to prevent fires and accidents and to not harm people and the
environment based on the Accident Prevention Policy, which will be implemented in full compliance
with Occupational Health and Environmental Policy.

Especially during Dangerous Material Handling, Sewage and Discharge:

* In all activities undertaken under supervision, priority should first be given to the prevention of
accidents altogether or to minimizing risks,

* Preventing our employees from being injured in work accidents or being exposed to any negative
effects

» On the ships and in the working areas in our coastal facility; taking all kinds of precautions to ensure
that our employees, customers, stakeholders and the environment are safe and secure,

* Monitoring the continuous development policy to put the best technologies available for the
prevention of accidents into practice,

* Taking precautions to minimize the effects of accidents on life, property and environmental safety
by implementing appropriate emergency response procedures in the event of an accident,

« |ldentification of all the activities that may lead to accidents in our facility and taking the necessary
precautions to fulfill the obligations to prevent such accidents,

» Critical operations that affect safety and security during operational business processes; appointing
personnel with appropriate knowledge, skills, training and experience,

* Risk assessment to determine and evaluate the accidents

* We are committed to ensuring continuous development of training and personnel, complying with
relevant national and international legislation and standards and undertake to fulfill the following
requirements in order to reach these targets

0 Material Safety Data Sheet of all kinds of Dangerous materials to be collected / handled at the Port
Facility and handled shall be provided; specific requirements for handling, exposure to personal
exposure, prevention measures in the event of harm to the environment, and the need to analyze in
detail the issues to be addressed, such as the definition of the substance-specific hazard, first aid
measures, fire precautions, intervention measures in case of leakage / spillage.

0 The necessary equipment and equipment will be provided to prevent the possible harmful effects
of such dangerous goods.

o In order to keep the dangerous substance handling areas under constant supervision by the
relevant plant personnel and / or security officers, the necessary monitoring equipment shall be taken
and the alarm systems shall be checked.

o In case of an emergency, adequate entry and exit will be provided to the areas where dangerous
material is handled so that necessary intervention can be made.

Implementation of our policy is a basic duty for the employees of our facility and it is among
our priorities that this policy is delivered to the other staff working with us.
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ANNEX-21 PROCEDURE FOR HOT WORKING WORKS AND PROCEDURES
1. Purpose:

This procedure, which specifies the principles of the hot operations to be carried out in the
areas where the dangerous materials are handled within the ship and port facility, is intended to
specify the principles to be applied for hot works such as welding and similar emergencies in ships
and scaffolds.

2. Legislation:

a. Ports Regulation Article 22 (9); "Ships and marine vessels in port areas unless
permitted by the port authority; repair, scraper and paint, welding and other hot work can not do the
boat and / or boat downloading or other maintenance work to the sea. The vessels and marine vessels
that will do this work have to coordinate with the Port facility management at the Port facility. "

b. The minimum safety aspects of the hot work and operations contained in Annex 10 to
the Regulation on the Arrangement of the Dangerous Goods Conformity Certificate are stated.
C. Annex 4 of MSC.1 / Circ.1216, which contains the Safe Transport of Dangerous

Cargoes in Port Areas and the Revised Proposals on Related Activities, sets out the minimum safety
requirements for performing hot work.

3. Principles Regarding Construction of Hot Work and Operations in Port Facility:

a. The port authority will allow this as long as it does not pose a hazard when it is
communicated to them on request to carry out hot works or other maintenance or repair work on the
deck or on the deck which may constitute a danger due to the presence of dangerous cargoes.
Permission will be obtained from the Port Authority by the Facility Director for the work to be carried
out in the areas where the Dangerous Materials are handled.

b. Pre-natification of the required period of permits and the required period of hot work
will allow all emergency departments, for example the fire brigade, to be informed so that they can
provide further measures or obstacles. In addition, the OSH, Safety and Emergency Response Units
will be informed in advance about the warm-up process at our facility.

C. Persons authorized to carry out hot work and operations, together with the operations
/ shift responsibilities, shall take the following measures before commencing work:
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(2) Frequently inspect the local area and adjoining areas, including tests performed
by accredited testing facilities, to verify that the areas where the work is done are free of flammable
and / or explosive atmospheres and where appropriate, oxygen deficient.

(2) Dangerous cargoes and other combustible materials shall be removed from
areas subject to hot working and from areas adjacent to them. These substances are contained in
lime, sludge, sludge and other possible flammable substances.

3) Warm working areas and flammable elements (eg beams, wooden partitions,
floors, doors, walls and ceiling coverings) in the adjacent areas shall be protected against accidental
impacts effectively.

(4) Open piping, pipe passages, valves, joints, voids and open parts shall be
sealed to prevent flame, sparks and hot particles from spreading from adjacent work areas to adjacent
areas or other areas.

d. A sign shall be affixed to the work area and also to all entrances to the work area, with
a "permit to work and safety precautions to be taken", which will be clearly agreed upon by the staff
to be employed and working. The matter will be provided by the ISG unit in a proper manner.

e. When hot works are being carried out at the port facility, ISG Unit and
Operations/Watchkeepers will pay attention to the following points.

(2) Whether the current situation has changed in the working environment will be
continuously checked,

2) At least one fire extinguisher or other suitable fire extinguishing equipment shall
be readily available with all apparatus in order to be used instantly during hot work.

3) At least one fire extinguisher or other suitable fire extinguishing equipment shall
be readily available with all apparatus for immediate use during hot work.

f. When hot work and operations are completed, fire control will be carried out in the area
and adjacent areas where hot work is done by the OSG Unit officials and Operation / Shift officers.

4, Principles on the Construction of Hot Work and Operations on Board:

a. Before commencing hot decking on the ship deck or berth, the company official who
performs the hot process or the port agency of the ship agency must have received written permission
that the hot process can be carried out.

b. In addition to the safety measures requested by the port authority, the company officer, who
will perform the hot work before the start of the hot work, must take all the additional safety precautions
required on the ship and / or quay. Receiving informs the port officer about the measures. These
measures include the following:
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(1) Examination of the local area and adjacent areas, including tests performed by
accredited testing facilities, to verify that areas are free of flammable and / or explosive
atmospheres and where appropriate, oxygen deficient;

(2) Removal of dangerous cargoes and other combustible materials and objects from
work areas and adjacent areas.

(3) Effective protection against accidental ignition of combustible building elements (eg
beams, wooden patrtitions, floors, doors, walls and ceiling coverings)

(4) Ensure that open piping, pipe passages, valves, joints, voids and open parts are
leakproofed to prevent flame, sparks and hot particles from spreading from adjacent
work areas to adjacent areas or other areas

(5) A sign shall be affixed to the work area and also to all work area entrances, where hot
work authorization information and safety precautions are written. Competency and
safety precautions should be easily understandable and clearly understandable by
everyone involved in the hot work process.

(6) When hot work is carried out, the shipowner and the personnel must pay attention to
the following points:

i. Checks should be made to verify that the circumstances have not changed.

ii. Atleastone fire extinguisher or other suitable fire extinguishing equipment must
be readily available in order to be used instantly during hot work.

iii. During hot work, a fire detector should be placed in the hot work area and in
the adjacent areas where the danger may arise due to heat transfer, after the
hot work has been completed and after a sufficient time has elapsed after
completion of the work.

(7) During hot work and processing, for a sufficient period of time after completion and
completion of such work; active fire control must be performed in the adjacent areas
where the hot work is done and where the danger may arise due to heat transfer.

5. Other issues:

a. Hot work to be done on board is not allowed under normal conditions. However, in case of
necessity, the ship agency will take the permission in accordance with the legal regulations and be
carried out under the control of the port facility.

b. In case of hot work on board, the Safety Requirements for Hot Work on board must be met.

c. Prior to commencement of hot work and operations at our port facility, written permission will be
obtained from the port authority that such hot works can be done. The hot job form will include details
of where hot work and operations will take place, as well as any safety precautions to be taken.

d. "Hot Work and Procedures Procedure" will be notified, the safety principles will be briefed and the
signatures will be provided and filled in the EK form. Monitoring and supervision of the hot working
period will be ensured by the Operations / Shift Officers and OHS Authorities
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